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THE DRAG AT TRANSONIC SPEEDS

By Robert R. Howell and Albert L. Braslow
STMMARY

An Investigation has been made in the Langley transonic blowdown
tunnel at Mach numbers between 0.84% and 1.32 at an angle of attack of O°
to determine the pressure-drag reductions attainsble on a sweptback-
wing-fuselage confilguratlion by means of various methods of body modifi-
cation. The general configuration tested consisted of a 45° sweptback
wing of aspect ratio 4 in combination with a fineness-ratio-6.T7 body.
The results indicate that the pressure dreg of a practical sweptback-
wing—body configurstion depends upon the body cross-sectionsl shape as
well as upon the longitudinel distribution of cross-sectional aresa.

Pressure-drag reductions grester than those obtained by an axisym-
netrical indentation of the fuselage in accordance wilth the principles
of the transonic area rule were obtained at Mach numbers between 1.0
and 1.13 with a configuration having the same longltudinal dlstribution
of area and a localized fuselage shaping in the wing-root Juncture in
accordance with the natural streamline flow over an infinite sweptback
wing. Significant reductions in the pressure drag of the basic config-
uration were also obtalned by contouring the fuselage to approximate the
natural streamline flow in the region of the wing-root Juncture without
regard for the area development.

INTRODUCTION

Modification to fuselaeges of wing-fuselage combinations in accordance
with the principles of the transonic area rule (ref. 1) has been shown
in numerous experimental investigations to be a most effective means of
reducing the pressure drag In the transonic speed range. Stricet theo-
retical verification of the area rule, however, has been accomplished
only through inclusion of many qualifying assumptlons in the derivation
of the rule. (See ref. 2.) It is obvious that, in actuality, fulfilliment
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of these assumed conditions is not possible so that it appears logilcal
thet more than Just the longltudinal distribution of cross-sectional area
1s involved in the pressure-drag characteristics of wing-body combina-
tlons. It seems likely, then, that 1t should be possible to obtaln
further pressure-drasg reductions by considering, in addition to the over-
all longitudinal area distribution, detalls of local f£low conditions.

A region in which loecal flow conditlons seem to be especially
importent is in the wing-fuselage Juncture. Experimental results in
references 3 to T have indicated that it is possible to decrease the con-
stricting effects of a fuselege on the flow in the wing root with result-
ant pressure-~drag reductions at supercritical speeds by means of fuselage
contouring in the region of the wing root; the contouring methods used
were in accordance with the theoretical concepts of references 8 and G.
The present investigation was undertaken, therefore, tc determine whether
such localized fuselage contouring in the region of the root of a swept-
back wing could be combined with the area-rule. body indentatlon to afford
pressure-drag reductions greater than those attainable with the area-
rule Indentetlon alone. The localized fuselage contour used in the pres-
ent investigation was based on the concept of reference 8 in that the
fuselage sides were modlified to approximate the natural streamline curva-
ture over an infinite sweptback wing. Tests were also made to determine
the pressure-drag reductions atiainsble by means of this streamlline con-

touring alone.

The investigation was made in the lLangley transonic blowdown tunnel
of a wing-body combinstion having a 45° sweptback wing of aspect ratio L,
taper ratio 0.6, and NACA 65A006 airfoll sectlons in the stream direction.
The models were tested at an angle of attack of 0° through a range of
Mach number from 0.8% to 1.32 at a Reynolds number of approximately
2.7 X 106 besed on the wing mesn serodynamic chord.

SYMBOLS

Ay area of base

Measured drag

CDT total drag coeffilcilent,

qo°
c base drag coefficient, - -p éh_
Db Pb (o] g
5
Cp net drag coeffilcient, CDT - CDb
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£&0h incremental net drag coefflclent

Pp measured base pressure

Po free-stream static pressure

Mo free-stream Mach number

do free-étream dynamic pressure, 0.7poMo2

S total plan-form area of wing, 12.960 sq. in.
APPARATUS

The Investigation was made in the lLangley transonic blowdown btunnel
which has en octagonal slotted test sectlion measuring 26 inches between
flats. The models were moumbted on an intermal electrical strain-gage
balance supported by e sting st an angle of atteck of O°. The angle was
set with a sensitive inclinometer and was unchanged for all the tests.

The force data were recorded by photographlng self-balancing potentlometers.

The model base pressure wes measured with an open-end tube 1nserted
through the center of the sting into an open section of the balance. The
pressure so measured was the sverage static pressure in the annular
opening around the sting in the plane of the model base. The base pres-
sure ag well as the pressures required for determination of Mach number,
dynemic pressure, and Reynolds number were recorded by a quick-response
flight-type pressure recorder.

MODELS

Photographs of the configurations tested are' presented as figure 1
end the ordinates are tebulated :Ln table 1.

The basic wing-fuselage model consisted of a sweptback wing of
aspect ratio 4, taper ratio 0.6, 45° quarter-chord sweep, and NACA 65A006
alrfoll section.s in the stream direction mounted in a midwing position
on a fuselage of fineness ratioc 6.67 (fig. 2). The fuselage was composed

of & fineness—ratio-3 nose sectlon defined by the relation r « x1/ 2 a
cylindrical center section, and. a truncated conic tail section with a.
slope of 4.5°. Both the nose section and the tail section were faired
to the cylindrical center section to provide a smooth surface contour.
Body ordinstes are presented in table I(a).



4 o NACA RM I54L31s

One of the fuselage models investigated was indented according to
the area-rule principle of reference 1. As in reference 1, the fuselage
was symmetrically Iindented so that the longitudinal area distribution of
the wing-fuselage configuration was the same as the area distribution of
the basle fuselage alone. Ordinates for this configuratlon are also pre-
sented in table I(a), and a sketch of the configuration is presented in
figure 2.

The second modified fuselage model investigated was designed to
combine the longltudimal area development required from the area-rule
concept with a localized fuselage contourlng in the region of the wing
root. The wing-fuselage-juncture contouring used was similer to that
Investigated in reference 7 and 1s based on the theoretical concept of
reference 8, which is that theé disturbances induced over the inboard
sections of the wing by the presence of the fuselage can be eliminated
1f the fuselege 1s contoured according to the lateral streamline pattern
that would exist over an infinite sweptback wing. (See refs. 10 and 11.)

This fuselage model was contoured first so as to epproximate the
lateral streamline curvebure at the wlng surface that would exist at a
free~stream Mach number of 1.02 1f the wing were of Infinite span. The
following procedure was used to obtain this approximation. The components
of the local velocities normal to the wing leading edge were obtalned
through the use of the normal component of the free-streem velocity and
unpublished high-subsonic-speed experimental pressure-distribution data
for an NACA 6548009 airfoill section. (The ailrfoil section normal to the
model wing lesding edge was 8.7-percent-chord thick and was slightly
different in section contour.) The slope of the resultant velocity at
each polnt along the chord wes then obtained by combining the local normal
velocity component with the component of the free-stream veloclity tangent
t0 the leading edge. These slopes were mulbtiplied by incremental distances
along the chord to obtaln incremental lsteral displacements which were
summed progressively from the intersection of the wing leading edge with
the fuselage to obtailn the streamline path over the surface of the swept-
back wing. The side of the fuselage wes indented with a plane cut normel
to the wing-chord plane such that the intersection of the wing and fuse-
lage formed the calculated streamline path between the wing leading and
trailing edges. Inasmuch as the Indentation begen at the intersection
of the wing leading edge and body and was only two-~-dimensional in nature,
1t is obvious that the fuselsge contouring was only an approximation of
the actual streamline contour over azn infinite sweptback wing (ref. 8).
Volume was then removed from the top and bottom of the fuselage as
required to allow the area development of the fuselage to be identical
with that of the area-rule-indented Ffuselage. The design ordinates of
this body are presented in table I(b).

A third modification to the basic fuselage consisted of the fuselage
streamline contouring in the wing-fuselage Juneture without regard for
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longitudinal area development. Ordinastes for this body modificatlion are
presented in teble I(a) with a sketch showing s typilcal cross section.
A sketch of the configuration is presented 1n figure 2.

A comparilson of the longitudinal area development for the configura-
tions investigated is given in figure 3. Photographs of the four wing-
body configurations tested are presented as figure 1. The phobtographs
in figures 1(a), (b), and (c) were taken after the testing was complete
when contrasting paint was used on the wing and fuselage in an effort to
define more clearly the fuselage shapes in the region of the wing-root
Jueture.

TESTS

The tests were made through a range og Mach number from 0.84% to 1.32
at Reynolds numbers renging from 2.57 X 10° o 2.95 X 106 based on the
wing mean serodynemic chord. For the ratic of model to tunnel size used,
reference 12 indicates negligible tunnel-wall interference at subsonic
speeds. At supersonic speeds, the datae are also equivalent to free-air
values except for a range of Mach number where wall-reflected disturbances
interfere with the measurements. Based on the measurements of base pres-
sure and previous experience on mopdels of similar size, it appears theb,
for the fuselsge alone, the results would be affected by the wall reflec-
tlons between Mach numbers of 1.02 and 1l.l13. The interference range is
increased, however, to a Mach number of about 1.18 for the wing-fuselage
configurations due to intersection of the wing tip by the reflected dis-
turbances. - The increment in drag coefficient between the different wing-
fuselage configurations should be wvalid, however, at Mach numbers of 1.13
and greater inasmuch as the wing-tip interference should be the same for
all configurations.

The base drag coefficlent was obitained from the dlifference between
the measured base pressure and free-stream static pressure and was alge-
braically subtracted from the measured total drag coefficlent to obtain
the net drag coefficlent. The estimated maximum errors in total and
base drag coefficients are $0.0007 and +0.0005, respectively. The general
level of accuracy is believed to be better than these limiting estimates.

RESULTS AND DISCUSSION

The basic drag characteristics at an angle of attack of 0° of the
four wing-body configurations investigated are presented in figure 4
as a function of free-stream Mach number. Presented asre the total drag
coefficient, base drag coefficient, and net drag coefficient all based
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on the total wing area. The net drag coefficients for the four wing-body
combinstions are replotted in figure 5 for comparison and the variations
with Mach number of the increments in net drag coefficient above a Mach
number of 0.85 are presented in figure 6. The latter plot, of course,

is representative of the variation of pressure-drag coefficient with
Mach number of the wing-fuselage configuration and indicates the usual
reductions in pressure-drag coefflclent due to the area~rule indentation
throughout the transonic speed range.

The reduction in drag coefficient indlcated at subsonic speeds in
figure 5 between the combination contouring and the other configurations
1s greater than can be accounted for by experimental accuracy and is
possibly due to umnoticed differences in model surface condition. It
does not appear loglcal that the reduction in drag coefficilent due to
surface condition st the supersonic Mach numbers would be greaster than
theat measured at subsonic speeds so that the reduction in pressure-~drag
coefficlent due to the combination contouring should be at least as great
as that indicated in figure 6.

It can be seen in figure 6 that the combination of the two concepts
of body contouring reduced the pressure-~drag coefficient as compared with
that of the area-rule-indented configuration by 0.0015 (13 percent) at a
Mach number of 1.0 and a nmaximm of 0.0030 (about 16 percent) in a range
of Mach number near 1.02, the design Mack number for the streamline con-
touring. These results substantiate the idea that the pressure drag of
sweptback-wing-~body combinations depends upon the fuselage cross~sectional
shape as well as upon the longitudinal distributlon of cross~sectional

ares.

An inerease in Mach number above the design value is indicated in
figure 6 to decrease the effectiveness of combining the two contouring
concepts. Larger reductions in pressure drag at these higher test Mach
numbers may be possible with the use of a fuselage indented in accordance
with the supersonic area rule (ref. 13) in combinstion with a streamline
contouring on the side of the body designed for the same supersonic Mach
number. Further research 1s needed on configurations of this type as
well as on the effectiveness of the combined area rule and streamiine
contouring at lifting conditions.

The data in figure 6 also indicate appreciable reductions ln pressure-
drag coefficient of the basic configuration due to the streamline fuse-
lage contouring alone at Mach numbers from force break to 1.3, the maxi-
mum of the tests. This result is similar to that obtalned by Pepper
(ref. 7) on a sweptback wing-body configuration of appreciably different
proportlons than the one tested in the present investigation; this indi-
cates that the geins to be expected from streamline contouring msy not be
sensitive to detalled differences in the configuration of practical
sweptback-wing—~body combinations. In comparing the drag reduction
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obtained by streamline contouring wlth that obtained from application of
the transonic area rule, it is seen that, for the present case, both drag
reductions were very nearly the same at a Mach number of 1.0 and at Mach
numbers greater than l.l. A maximum difference in pressure-~drag coeffi-
cient of about 0.0025 occurred at Mach numbers of 0.97 and 1.03. It is

of interest to note in figure 3 that the volume removed from the fuselage
by the streamline contouring was less then one-third that removed by
application of the transonic area-rule concept. The comparison obtained
for the configuration investigeted, however, should not be assumed to be
universal inasmuch as the magnitude of pressure-drag reduction attainable
with either the ares-rule indentation or streamline contouring will depend
on the degree to which the configuration departs from the limitations of
the area rule. For example, for a sweptback-wing—body combination which
approaches a theoretically slender configurastion, the pressure drag would
depend upon only the longitudinal ares development; whereas, for a com-
bination which departs appreciebly from a theoretically slender configura-
tion, the pressure drag would depend upon localized flow conditions as
well as upon the area distributlon.

CONCLUDING REMARKS

An investigation has been made in the langley transonic blowdown
tunnel at Mach numbers between 0.84t and 1.32 at an angle of attack of 0°
to determine the pressure-drag reductions atitaineble on a sweptback-
wing—fuselage configuration by means of various methods of body modifi-~
cation. The general configuration tested consisted of a 45° sweptback
wing of aspect ratio 4 in combinatlon with a fineness-ratio-6.7 body.
The results indicate that the pressure drag of a pragtical sweptback-
wing-—body configuration depends upon the body cross-sectional shape as
well as upon the longitudinal distributlon of cross-sectional area.

Pressure-drag reduchtions grester than those obtelned by an axlsym-
metrical indentation of the fuselage in accordsnce with the prineciples
of the transonic area rule were obtained at Mach numbers between 1.0
and 1.13 with a configuration having the same longitudinal distribution
of area and a localized fuselage shsping in the wing-root juncture in
accordance with the natural streamline flow over an infinite sweptback
wing. Significant reductions in pressure drag of the basic configura-
tion were also obtalned by contouring the fuselage to approximete the
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natural streamline flow in the region of the wing-root jumcture without
regard for the area development.

Langley Aeronautical Laboratory,
National Advisory Committee for Aeronautics,
Langley Field, Va., December 20, 195k.
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(e) Basic, arean~rule~indented, and. ptresmline-conboured bodles.

7

/!
Sta 0 45 ’ / Sta 10.00

l—t—  Forebodty —— ®T— . Afterbody
// A J,
£ Z

A
Forebody Baglo~fuselags Area~rule~indented Stresmlina~contoured
ordinetan afterbody ordinatas afterbody ordinates aftarbody ordlnates
Btation | Radius Station | Reddus gtation | Radius Stetion z
0 0 4,500 0.750 4,500 0.7T50 k.500 0.
010 037 h.810 4. 810 750 5.065 3{?%
.ol 075 5:135 5.135 -8 LB T35
-0%0 J12 5.385 5385 738 5302 T30
+160 -150 5. T60 5. 760 “TAT 5.150 720
.250 .187 6.505 ~TH0 6,355 697 5. 570 .T10
1.000 375 6.85 ] 6.8 b8 5,700 Egg
1.500 N2 7.260 720 7.260 662 5.815 .
2.000 530 7.510 «TOO 7.510 650 5.955 680
2.500 620 7.885 670 7.805 623 6.075 650
3,000 649 B.260 8,260 602 6.195 650
3,500 700 8.635 'B.635 579 6.375 .6h5
h.000 «ThO 9.010 9.010 565 6.459 )
b.500 T30 9435 9. 435 .5h2 6.565 6%
10,000 .510 10.000 510 6,695 635
6.875 G40
6.975 545
T.273 .670
7.510 700
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TABLE I.~ Concluded

* DESIGN ORDINATES FOR THE CONFIGURATIORS EESTED
(b) Combinatico~contoured body

] Typieal fuselege afterbody cross sections

2T

Stetion 8,00
Btation 7.00
Coordinates for cross-gsestlonal shepes st various fuselage stations
Btaticn 5.0 gtation 6.0 Station T.0 Station &0 gtation 9.0 Station 10.0
} 4 ¥ 3 ¥ % b4 z ¥ 4 v 2z b
0 0.750 0 0.600 0 0.618 o] 0.62% 0 0.58% 0 0.510
1 < ThO .1 686 .1 .615 .1 620 .l 570 .1 500
.2 720 2 678 .2 603 -2 | 5B .2 L3540 .2 -h68
-3 682 .3 651, .3 587 ] .Eﬁo .3 195 .3 110
b .633 n 621 4 556 d ) e ' 8.t ) A .318
-3 355 -2 -EgE 5 -501 N Y (] B -239 -3 107
.6 k1 .6 161 .6 Lo .6 « 20 S5 1l0 510 0
.T 250 6120 68510 .66 {0
510
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L-84963.1 L-8496l..1 , L-84965.1
(a) Basic wing-body (b) Streamline-contoured wing- (e) Area-rule-indented wing-body
configuration. body configuretion. conflguration.

Figure l.- Fhotographs of the configurations tested.
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(d) Profile view of combination-contoured wing-body configuration.

Figure 1.- Continued.

L-86631

Ui

BTCIHGT WY VOVN




(e) Plan view of combinstion-contoured wing~-body configuration.

Figwre 1.~ Continued.
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(f) Three-guarter view of combinetion-contoured wing-body conflguration.

Figure 1.~ Concluded.
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Wing charocjeristicsy

Fgure 2.~ A disgrammatic sketch of the configurations tested.
dimensions are in inches.
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Figure 3.- Longitudinal area develomment of the wing-body configwmrations

tested.
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(a) Basic configuration.

Figure li.- The veriation of total, base, and net drag coefficients with
Mach nusber for the four wing-body configurations tested.
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(b) Area-rule-indented configurstion.

Figure 4.~ Continued.
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Figure 4.~ Continued.
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Figure 6.- A comparison of incremental-pressure-drag-coefficlent varistion
with Mach number for the four wing-body configurations tested.
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